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CONTRACTOR SHALL FURNISH AND INSTALL \\
4" GRSC W/EXPANSION COUPLING. INSTALL \

6 Gl
GROUNDING BOTH ENDS, AND CONTINUE
TO GROUND ROD.

TO LOCALIZER ANTENNA
DISTRIBUTION UNIT

\\

TRENCH WITH 3/C 10 A

6 AWG BARE COPPER
GROUND WIRE.

TO GROUND ROD,

CONTRACTOR SHALL FURNISH AND INSTALL FOUR 172" HELIAX RF SIGNAL CABLES,

12 PR 19 AWG CONTROL CABLE. AND 170 AWG BARE COPPER GUARD WIRE IN COMMON
WG U.S.E. POWER CABLE TO LOCALIZER ANTENNA DISTRIBUTION

UNIT, MAINTAIN & MiN. SEPARATION BETWEEN POWER AND SIGNAL ORCONTROL CABLES.

—

CONTRACTOR SHALL FURNISH AND INSTALL ™ GROU
I GRSC W/EXPANSION COUPLING. INSTALL

GROLNDING BOTH ENDS, AND CONTINLE  #

6 AWG GROUND WIRE INSIDE CONDUITS,

6 AWC BARE COPPER GROUND WIRE

NOTES:

I SHELTER SHALL BE REMOVED FROM ITS FOUNDATION IN BLOOMINGTON, IL AND TRANSPORTED

CDNTRACTOR SHALL FURNISH AND INSTALL 3/4* X 10° COPPERCLAD

{ ?2%‘&32%&“’52533&%« 2%%‘33818’3"&‘3&% \ \ CONTRACTOR SHALL / FURNISH AND INSTALL 4 AWG GREEN THWN COPPER GROUNDING CONDUCTOR WALLS USING TWO COATS OF SEMI-GLOSS LATEX PAINT, WHITE COLOR.
| \ TERMINAL TO GROLIND ROD (TYPICAL FOR \ FURNISH AND INSTALL DIRECTLY FROM SHELTER POWER PANEL NEUTRAL BUS TO
S N R HEC TN, \ Z/GRSE. W/EKPANSION GROUNDING ROD, MAKE CONNECTION USING EXOTHERMIC WELD.
| To GROUND ROD LSING EXOTHERMIC WELD \ COUPL ] 7 |
N PER SPECIFICATIONS, SEE NOTE 3. AR EXISTING POWER JUNCTION BOX / I
] ~ \ X CONTRACTOR SHALL WSTALL 3¢/
| ~ v 3\ \ \g 0_AWG FONER CABLE TO ANTENNA %/ |
~ \ 3-8 \B/
| ~.J S~ TERMINATE AT PANEL. 4 / FURNISH AND INSTALL THREE 2 ch U.S.E. POWER CABLES
FROM COMED TRANSFORMER IN 2 172°
| /(/ / | Grs"connuit
27 |
| LOCALIZER EQUIPMENT 7 / ‘
JUNCTION BOX. THS' BOX L i -0 18 *
/
WILL BE INSTAL Y / | o
| PAX INGTACLATION PERSONNEL —" y / / 0
| FLOOR-MOUNTED BATTERY [ /y |
| e /7 |
s 2o INSTALLATION PERSONNEL AC SURGE ARRESTER.
| | o S R
| SEE NOTE L ) EXISTING
| | e
| EXISTING CONTRACTOR SHALL FURNISH | DAMPER
VENT FAN AND INSTALL METER BASE PER
| EXISTING |  comeD SPECIFICATIONS
| MOTORIZED |
DAMPER EXISTING "
[ AC SURGE ARRESTER. |
| T S |
EXISTING 2 V2" EMT _CONDUIT, -
l HEATER THiS WiLL BE FURNISHED SEE NOTE L. |
AND INSTALLED BY FAA L
I / INSTALLATION PERSONNEL |
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| FRONT OF RACK | |
MARK 20 LOCALIZER RACK,
| THIS RACK WILL BE INS |
; BY FAA INSTALLATION PERSORNEL ; y \
| EXISTING \ H
| A/C UNIT I |
\'EX'ST'NG | \CONTRACT SHA /
I METAL B00R | CONSTRUCY X B
| CONCRETE LANDING.
| REINFORCE W/6 X6 WWF
| \ LOCATED IN CENTER |
| EXISTING FLOURESCENT LIGHT (TYPICALY ® l H
Le 2 Y
l N o ¥ | I SECTION
l ENVIRONMENTAL CONTROL UNIT o ¥ | I
| S6°% 30" MOTORIZED DAMPER | (]
- | |
l SHEET 66 OF 66
CONTRACTOR SHALL INSTALL 4/0 AWG 8
/g‘OPPER COUNGR'[ERDPEOISE (PERIgETEg GROUND WIRE) DEPARTMENT OF TRANSPORTATION
EROUND ‘RODS USIG EXOTHERMAC WELD: FEDERAL AVIATION ADMINISTRATION
\_ l GREAT LAKES REGION CHICAGO, ILLINOI{
EXISTING |
% VENT HOOD W/FILTER i LOCALIZER
&
9 -0 /2" | CONTRACTOR SHALL SUBMIT REQUESTS FOR
\ y; SUBSTITUTION OF SPECIFIC MANUFACTURER'S EQUIPMENT SHELTER FLOOR PLAN
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D ROD, MAKE CONNECTIONS USING EXOTHERMIC WELD
PER SPEC!FICATIONS. (TYPICAL)

TO AURORA AIRPORT UNDER A DIFFERENT CONTRACT, STORAGE AND

OFFLOADING SHALL BE

LUNDER THE DIRECTION OF THE AIRPDRT ADMINISTRATION, CONTRACTOR SHALL CONSTRUCT

CONCRETE FOUNDATION PER DWG
SITE PLAN AND INSTALL SHELTER ON FOUNDATION,

2. ALL WALL PENETRATIONS SHALL BE SEALED WITH SIICONE SEALANT.
3. CONTRACTOR SHALL VERIFY THAT LIGHTNING PROTECTION ITEMS REMOVED PRIOR

TRANSPORT OF THE SHELTER

ARR-D-LOCO9-A0IAT LOCATION SHOWN ON THE LOCALIZER

REQUIRMENTS PER ARR-D-MALSR33-E0S.

4. CONTRACTOR SHALL REPAIR_INTERIOR PLYWOOD WALLS OF SHLETER WHICH WILL BE
SAWCUT I ABOVE FINISHED FLOOR TO ALLOW ACCESS TO ANCHOR BOLT CONNECTIONS.
CONTRACTOR SHALL RESTORE WALLS TO ORIGINAL CONDITION AND REPAINT INTERIOR

TO
ARE RE-INSTALLED AND COMPLY WITH LIGHTNING PROTECTION




